








inBioPC800

Professional Primary Controller DZKBio CVSecurity

« Dual core 1.0GHz processor

+ 128MB RAM and 256MB Rom

« High-speed TCP/IP communication

« Complies with IEE 802.3 atPoE and
PSE @ 30W standards to power up to
8 DE-10 door units

« Supports Wiegand readers and RS485
card readers

DE10

Professional Door Unit

« One door access point onboard provides a
dedicated access point for a single door
- Complies with IEEE 802.3 at PoE ensures
compatibility with power over Ethernet standards [
for efficient power and data transmission
« High-speed TCP/IP communication facilitates efficient
data transfer to the primary controller InBioPC-400/800
« Extensive interface support includes connections for
electric locks, door sensors, exit buttons, auxiliary inputs
and outputs, Wiegand readers (for entry and exit), and RS485 readers
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Configuration

AUX OUT
Rack-mount Hybrid Biometric
POE Primary Controller .
IPC
AUXIN
“~
)
_a‘
Detector FIRE Smoke Detector
ALARM
ALARM
FIRE (b Fire
InBioPC800 ALARM
POE AUX OUT e
IPC
AUXIN
Detector
DE10
Wiegand......
RS485 RS485
Door Sensor Door Sensor
Door1 ProlD102 ProlD103 Door8  QR500 QR6(;O—VK Smoke Detector
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SenseFP M1

Time & Attendance Terminal with Fingerprint Authentication
High Performance and Great Value

- 2.8inch TFT color LCD display

- Multiple Authentication Methods: Fingerprint /
RFID card / Password

« Available RFID Modules: 125 kHz ID Card (standard) /
13.56 MHz IC Card (optional)

- Support Wi-Fi (IEEE802.11b/g/n) @ 2.4 GHz)

- Compatible with ZKBio Zlink

SenseFP M2 & SenseFace M2F-LR
Time & Attendance Terminal with Fingerprint and Visible Light Facial
Authentication High Performance and Great Value

- 2.8inch TFT color LCD display
- Multiple Authentication Methods:

Fingerprint / Face (only for SenseFace [
M2F-LR) / RFID card / Password B o000
- Available RFID Modules: 125 kHz ID Card ] ceies
(standard) / 13.56 MHz IC Card (optional) Qooo
- Support TCP/IP (standard) and Wi-Fi —
(IEEE802.11b/g/n) @ 2.4 GHz) (optional) ensefP M2 Senseface M2F-LR

- Optional backup battery
- Compatible with ZKBio Zlink / ZKBio Time
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Configuration

L 4 -
ZKBio Zlink
ZKBio Zlink Mobile App
Web Portal
@ ZKBI0 zZlink
ZKBio Zlink Cloud Server
(Minerva loT)
Internet
Wireless Network Wired Network
(Optional)
Exit Button
% Door Sensor
SenseFP M1 SenseFP M2 & Electric Locka |-

SenseFace M2F-LR
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SpeedPalm-V5L

« Anti-spoofing algorithm against print attack (laser,
color and B/W photos), videos attack and 3D mask attack
+ Adapts to a variety of lighting conditions
- Compatible with ZKTeco SIP video intercom
- Fast recognition speed
- High accuracy
- Large tolerance angle

Horus E2 Series

« Supports 4G LTE, Wi-Fi, Bluetooth and TCP / IP

+Runs on Android 10

« Detachable modules to achieve fingerprint
authentication / backup battery / QR code

+ Android LCDP for the 3rd-party application integration

« Dual-frequency (125kHz and 13.56MHz) card module (Standard)




VKO07-A50L Kit

4-wire Analog Video Intercom Kit

« 7 inch TFT-LCD display screen

+ 2 million HD picture quality

+ 2-way audio communication over 4-wire analog
- No setup required, plug and play

VKO07-C51L Kit

4-wire Hybrid Video Intercom Kit

« 7 inch IPS HD touch screen (1024 * 600)

- 2 million HD picture quality

- Support TF card

- Support a maximum of 2 analog security cameras

- Support setting weather / calendar / standby wallpaper
« Support remote unlocking through ZSmart App

« Support night vision

- Support up to 4 indoor monitors / 2 outdoor stations

- No setup required, plug and play

VIDEO INTERCOM
/ WREANALOG SYSTEM
AW o CSILKE
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VKO07-B53L Kit

IP Video Intercom Kit

« 2 million HD picture quality

« 7 inch touch display

« Support TF card

« Support 4-way IPC and outdoor station access
+ One-touch call

« Support mobile APP remote control

« Support PoE

« No setup required, plug and play

« Support password, ID card to open the door

SL03-T420H
Smart Apartment Lock

« Unlocking methods: Passcode, Card,
Key, Smart Phone

- Power supply: 8xAA Alkaline battery
(Not supplied)

- User capacity: 150

- Communication: Zigbee

+ Mangement software: ZKBio CVSecurity
Smart Lock

- Door thickness: 35-60mm (Standard)

03-T40QRH ~ SLO3-T420H

e

INTERCOM
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(Matt Black; (S

« ZKTeco boasts design patents and offers two color options: black and gray



SL02-ZL140H

Wireless Hotel Lock

- Mangement software: ZKBio CVSecurity Smart Lock

« Unlock via the smartphone HTML5 (H5)

- Zigbee communication

- Support online checking lock status & remote always-open mode
- Discover the world's most loved minimalist lock design

LH6500
Electronic RFID Hotel Lock

« Case material: Zinc alloy, Metal wire drawing process

« Mortise: American standard mortise with 5 latches

- Card type: RFID S50/ S70 IC Card (13.56Mhz)

- Software: ZKBio CVSecurity Smart Lock

- Power supply: 4xAA Alkaline battery (Not supplied)

« Door thickness: 40-50mm (Standard)

« Locks combine minimalist design with brushed metal finish



ZKIVA-EDGE X1 | Edge Computing Server Series

Enhancing Surveillance Security with Advanced Al Insignts

ith
CVSecurity

ssibilities

Human & Vehicle Perimeter Behavior Workplace More Scenario Target
Structuring Analysis Alarm Analysis Safety Algorithm Available Counting
«H.265 & H.264 video compress. « Up to 16 channels * 2MP @ 25fps video analytics ability.

« Support 8 or 16 channels IP cameras input « Industry-leading computer vision and deep learning technology.
« Decoding resolution up to 4K (3840 * 2160). - Scalable algorithm licensing with over 100 intelligent video

« HDMI output up to 1080P high definition. analysis options.

« 288 TOPS computing ability. « Support RTSP standard protocol.

Helmet Monitoring Perimeter Alarm Flame Monitoring



ZKBio Sense Smart Hybrid ;j;;‘:‘i::j;‘&g e

Light IP Camera
llluminating Versatility For Your Requirements

Compatible with

({)ZKBio CVSecurity

ZKBio Sense series smart hybrid light IP cameras effectively improve the security at night by integrating ZKTeco’s
latest Smart Hybrid Light design and intelligent perimeter protection functions. The built-in hybrid integrated
optical coupler and intelligent switching logic can greatly reduce unnecessary light pollution in the environment,
which is more green and energy-saving.

When no human or vehicle triggers the alarm event, this series of IP cameras operate in IR light mode. Once the
alarm is triggered, the cameras will automatically switch to white light to capture color images and videos, and
effectively deter intruders. Therefore, the design of smart hybrid light brings more user-friendly and flexible
functions to meet different needs in various scenarios.

WDR
yamnN
Human & Vehicle Perimeter Smart True WDR IP67 Water
Structuring Analysis Protection Hybrid Light Proof



You have entered the warning area, please leave immediately!

‘ Smart IP PTZ Camera 1

‘ ‘ 2MP 20X Zoom Starlight PTZ with Red / \
1 ] f | Blue Strobe Light and Loud Speaker for Active Deterrence

j=

T = —
R esemne——

« 2MP Starlight Smart IP PTZ - IR Range up to 150m (33X model)

+ 20X / 33X Optical Zoom - White Light Range up to 30m

«Red / Blue Strobe Light for Active Deterrence - Built-in Speaker and Microphone

« Auto Tracking (based on human & vehicle classification) « Built-in Micro-SD Card Slot (support max. 256GB)

Human /Vehicle Classification Smart Motion Line Crossing Area Detection
) i
Object Left / Remove Target Counting Auto Tracking Full-Color / Infrared



PVR50 & PVS50

High Precision Dual Camera Standalone
Palm Module & Reader

- Innovative Al-based technology for palm print and
palm vein recognition

- Palm recognition with visible light and near-infrared
dual-cameras

- Robust palm recognition in dirty & wet hands

- Versatile lighting adaptation and wide field-of-view

- USB 2.0 interface for versatile third-party hardware

PVR50 VS50

BLADE6040

Screener Assist
X-ray Baggage Inspection Systems

- Real-time detection to aid operators in
identifying suspicious

- Penetration up to 40mm of steel

- Startup with fingerprint

- Four layers of lead curtain

- Uninterruptible power supply

- Equipped with input & output rollers

- Adjustable conveyor speed

« Real time remote monitoring system
« Threat image projection (TIP)



ZK-D4330
High Performance 33 Zones Walk Through Metal Detector

+ 33 detection zones

+ 7" touch screen

- Remote control

- Simple installation and use

+Inand out count

« TCP/IP communication

- Excellent anti-interference ability and stability

+ 500 adjustable sensitivity level

- Supports various language interface customization
- Pass count and Alarm count memory function

MDS100
Ferrous Contraband and Smartphone Detector

- Detect smartphone, smartwatch and ferrous contraband

- Strong Anti-interference ability

- High throughput rate of up to 50 people per minute

» Maximum detection distance of up to 120 cm

- 100 adjustable sensitivity levels for each detection zone

- Safe for pregnant women and people who implanted peacemakers
- Embedded rechargeable battery supports up to 28 operating hours
- Waterproof with protection level IPX5

- Easily portable and quick to assemble

- Optional millimeter-wave radar for precise human detection

-

-



BGM1000

BGM Series Parking Barrier

« With the control of ZKEasyGo APP

+ DC 24V brushless motor with encoder

- Embedded programmable controller

- Automatic obstacle detection

- 1.55 to 65 adjustable opening and closing speed
- Emergency opening

- Streamline casing with LED

ZK

LPRS8000
License Plate Recognition All-in-one Machine

«Integrated 5 million HD license plate camera, support 26+
national regional license plate algorithm

+ 21.5-inch high temperature LCD display, support advertising,
license plate information display

+ Iphone tempered glass exterior, built-in traffic red and green
indicator light

- Photo sensitive fill light

- Offline mode

- Free SDK package available

- ZKParking / ZKBio CVSecurity software management
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U1000 Pro
UHF All-in-one Reader

« Integrated C3 controller module

« Supports 10,0000+ large-capacity lists

- 1P66

+ New LED appearance mold

- WEB for easy to adjust parameters

« Read distance is greater than 10m

« ZKBio CVSecurity software management

Avalon-51000
Speed Gate Turnstile

+ 12 pairs IR

« CGL structure (High strenght steel)

« Appearance double color model, black and
white classic

« Equipped with intelligent servo control system,
accurate control

+ 1800mm large area glass

« Support 1800mm high barrier

+ 650 ~ 900mm lane width

+ 30M MCBF
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Saturn-S1000 Plus

Swing Barrier Turnstile

+ 6 pairs IR

- Cold rolled steel material

- Cabinet 1.0mm

- Multi colors are available

- Power off automatically open
+600~950mm lane width

« Brushless motor

- 3M MCBF

Saturn-S1000
Swing Barrier Turnstile

+4 pairs IR

- Cold rolled steel material

- Cabinet 1.0mm

- Multi colors are available

- Power off automatically open
+600~900mm lane width

« Brushless motor

- 3M MCBF
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